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DEVENCO
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PLANTATION LOUVERED SHUTTERS

BEADED STILE

NYLON LOUVER TENONS
—> —
Nvlon tenons allow effortless operation
of louvers. Shoulder of tenon prevents
end of louver from contacting inside of
stile even after multiple coats of paint.

KNOB __—(_

[-1/4" knob is provided in a finish
to match the hinge finish color.

TILT CONTROL ARM
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Hidden tilt control is an option

RABBETED STILES

All inner stiles are rabbeted to allow

adjacent leafs to interlock with each
other to assist in blocking light.

BALANCED LOUVERS

Balanced louvers hold their position naturally.

There is no tension adjustment mechanism required.

TOP RAIL

PLANTATION LOUVER

[.ouvers measure 2-1/2" wide
spaced at 2" on center. Louvers
are flat with a bullnose on front
and back. The Bel-Aire style
louver is elliptical and must be
specified.

LOCK RAIL

Provides critical structural integrity

—
near the center of the panel as

well as allowing separate function
of each section.

MORTISED HINGES

q 2-1/2" tall butt hinges or
) ] wrap-around hinges.
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— BOTTOM RAIL

PLANTATION LOUVER PROFILE

AMERICANA DEVENCO SHUTTERS

2225 KERPER BOULEVARD

DUBUQUE. IOWA 5200l

800-888-U597




