
 

How to Measure for Rolling Shutters 

One large part, aside from physical measurements, is knowing if you want the shutters to roll 

beyond your opening (if you have room) or if you have a door that does not move and you want 

the shutters to roll to cover one side. 

The measurements that we need are noted below. Some of the measurements are taken to see if 

you have the space to proceed with the style you want (i.e., if the shutters are to roll past the door 

opening), some determine the header and shutter dimensions, and others determine the header 

width (i.e., if your casing/door handle extends out significantly). 

  

1 

Space above Door 

(Measured from top of door 

casing to bottom of crown 

moulding or ceiling) 

Wall Space beyond Casing Wall Space beyond Casing 

Width of Door & Casing 

Width Inside Jamb 

Height of Shutter 

(Measured from floor to top 

of door casing) 

From Floor to Middle of Lock Rail 

(Typically, this is located at the 

center of the door handle.) 



 

 

Cross-Section View of Header and Hanging Hardware 

 

 

4” wide Fascia 

(Covers the track and 

hanging hardware) 

1-1/8” thick and 4-1/2” wide for two tracks 

      (The tracks and Mounting Bracket are    

      adhered to this board) 

Mounting Bracket 

4-1/2” tall 

(To be installed into 

studs above the 

door) 

2” from top of door casing to bottom of header 

Header 

1-1/8” 

1-3/4” 7/8” 

3-1/4” 

1-1/4” 

Door Casing 
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